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GRINDER PUMP INSTALLATION DETAIL 04-14-00 | NoT 0 scaLe | 04-16-2019
CITY OF CROSSVILLE
392 N MAIN ST
PANEL SHALL BE POWERED BY 10—2 WIRE WITH GROUND AND A 30 AMP 220 CROSSVILLE, TN 38555

BREAKER BETWEEN THE ELECTRIC PANEL AND THE ALARM/CONTROL PANEL.

ALSO A DEDICATED 15 OR 20 AMP, 120 VOLT POWER SUPPLY FOR A SEPARATE

ALARM CIRCUIT SHALL BE INSTALLED.
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OD 250 NEMA 3R (or approved equal).
ENCLOSURE 5 — 6’ ABOVE FINISHED GRADE
Y

240 V.

RAINPROOF ALARM/CONTROL PANEL—SIMPLEX

POWER AND ALARM LEADS

SHALL BE IN SCH #80
ONDUIT BETWEEN THE
ALARM/CONTROL PANEL

AND GRINDER PUMP.

1 1/4” BRASS STREET ELL
(THREADED) ATTACHED DIRECTLY TO
TANK.

1
COMPRESSIQ
COUPLING

z

11/4” 12" THREADED
NIPPLE. USE 6” ON EACH
SIDE OF COMPRESSION
COUPLING.

11/
ADAPTER

~w—_1 1/4"x 2" PVC
REDUCER COUPLING

" PVC MALE
TE|

NOTE :

PVC CLASS 200 PIPE
SHALL BE USED BETWEEN
90° BENDS AND ADAPTERS.|

PRESSURE TYPE PIPE AND
FITTINGS MUST BE USED
ON ALL INSTALLATIONS
(CLASS 200 OR GREATER).

NOTES:

ALL ELECTRIC SHALL MEET STATE ELECTRICAL CODES
5” HOLE SAW NEEDED FOR 4” PVC HOLE

FROM HOUSE FOUNDATION

3” HOLE SAW NEEDED FOR 2” PVC CONDUIT HOLE
THE CITY OF CROSSVILLE WILL CONNECT THE WIRES FROM THE PUMP TO THE PANEL
OUTDOOR WATER FAUCET TO BE AVAILABLE WITHIN 25’ OF GRINDER PUMP TANK.
ALL PIPE SHALL BE UNCOVERED AND VISIBLE FOR THE PRELIMINARY INSPECTION BY THE CITY REPRESENTATIVE.

ALL DRIVEWAY CROSSINGS SHALL HAVE A SCHEDULE 40 4" PVC CASING WHICH EXTENDS A MIMIMUM OF 2" BEYOND EDGE OF DRIVEWAY.
ALL PIPE FITTING BENDS SHALL HAVE A CONCRETE KICKER\THRUST BLOCK ADJACENT TO THEM.
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(GLUE—ON)
TOP OF TANK TO o PVC/ | 2" 0—RING GASKET PIPE CL 200
BE 2” TO 3" ABOVE 90° BEND
FINISHED GRADE
ELEVATION:
2" PIPE SHALL HAVE A MINIMUM OF 18" OF COVER
DETAIL FROM FINISHED GRADE TO TOP OF PIPE
L 1 ¥ FINISHED GRADE
191.. 8" 2" MIN: . METALLIC LOCATION TAPE
2" PVC SCH 20 N’\O 12” ABOVE PIPE
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2” SCH #80 ELEC, GROMMET /
CONDUIT CLASS 200 2" TAP VALVE
TANK SHALL BE 5 . i 2" O-RING .
-————— TO 10 FEET GASKET PIPE 2" CHECK VALVE.

CHECK VALVE TO BE WITHIN
12"-18" OF TAP VALVE.




